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Homemade screw chuck to hold the blank for turning. 
 
 
Once the epoxy has cured, the small size screw chuck is ready to use. Remount it into your chuck. Screw on 
your wood blank and turn to a shape of your choosing using gouge, skew and or scrapers. 
 
Turning the wood to shape, in this case a neat knob. 

 
Sand the turning and apply the finish of your choice. I often use 
either a friction polish or lacquer depending upon the wood, my 
mood and the ambient temperature. 
 
Remove the piece from the screw chuck. Clean the magnet with 
solvent to remove any oils from manufacturing or handling. 
 
Apply a small amount of epoxy or super glue to the magnet recess 
and then press in the clean magnet. The project is complete when the 
glue has cured. 

 
The finished refr igerator magnet  
 
Note: Larger more powerful magnets are desirable when the turning is 
more than 3  long 

O therwise, these powerful magnets may break the glue bond with the 
wood before they pull off the frig. 
 
 
 
 

This information is provided by, More Woodturning Magazine. Please visit their website 
www.morewoodturningmagazine.com   

 

For Sale on behalf of the Guild.    

  

Tanner lathe model FS100 $600 bare lathe, 

 or $800 including Chuck. 

contact Doug 573 8399 

  

This  Club/Guild  aims  to  assist  members  to  improve  their  working  skills.  Not  all  such  activities  occur  in  our  Guild  
premises,  and  some  activities  or  events  are  promoted  though  this  Newsletter  and  others  directly  to  members  in  some  
other  ways,  but  are  still  Club/Guide  activities,  please  support  them.  These  activities  may  include  personal  and  Group  
tuition  of  members  by  other  members  (we  all  try  to  help  one  another  for  the  benefit  of  the  Club/Guild  in  this  way)  

-­‐gathering,  our  activities  to  members  of  the  public,  and  other  such  activates  
and  events.  

Terry  Scott  Ph.  09  297  7051  

Email;;  timberly@xtra.co.nz  

Web;;  www.timberlywoodturning.co.nz  

  

http://www.morewoodturningmagazine.com/
mailto:timberly@xtra.co.nz
http://www.timberlywoodturning.co.nz/
http://www.timberlywoodturning.co.nz/
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MOUNT  MAUNGANUI  

1/130  Newton  Street,  Mt.  
Maunganui  3116  

Phone  (07)574  9980  Fax  (07)  574  
99850  

Proudly  providing  the  means  for  the    

Guild  to  create  and  clean  up  
sawdust  and  wood  chips,  since  

2006.     

Ross  FM300  Dust  

Extractor  $499.00  

  

  

  

  

  

  

  

  

Treeworkx.sandpaper  
Ron  &  Heather  Wallace-­‐Wells  

  
Email:  treeworkx@xtra.co.nz  Phone:  0-­‐7-­‐888  4396  

Address:  3  Puriri  Place,  Matamata  3400,  New  Zealand  
  

Treeworkx.wood  

Graham  Oliver  
  

email:  goliver@no8wireless.co.nz  Phone:  0-­7-­888  3800  
  
Address:          469  Paratu  Road,  RD,  Walton  3475,  New  Zealand  
  

Disclaimer;  the  contents  of  this  Newsletter  are  not  necessarily  the  views  of  the  Guild  or  the  Committee    

  

J-­‐Max    
Sharpening  Service  

Ltd  
Your  supplier  of    

sawblades  
Bandsaw  Blades    

Router  Bits    
99  Maleme  Street  Tauranga    

Phone  07  541  1655  
Fax  07  541  1652  

  

mailto:treeworkx@xtra.co.nz
mailto:goliver@no8wireless.co.nz

